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Part Non-Conformance Notice: 
 
Dear valued customer, please be advised that the part number(s) listed in the table below have 
undergone a change that may impact form, fit, function, or material. A detailed breakdown of this 
change is provided within this document. 
 
Affected Part Number(s): 
 

ANE-M Series 

 
Detailed Description of Change: 
 
Upon further review of the UL certification file and completion of additional internal testing, it has 
been determined that there were discrepancies with both the UL certification itself and the 
previously published electrical ratings for the ANE-M Series.  
 
Specifically, no interrupting rating was confirmed or validated within the original UL 
submission. As a result, the previously published interrupting rating of 6000A @ 125VDC is not 
supported by UL certification and must be removed. 
 
Based on additional internal testing, the following updated specifications now apply to the ANE-M 
Series. The product has not undergone any physical changes: 

- Voltage Rating: Previously 125VDC => Updated Rating: 32VDC 
- Interrupting Rating: Previously 6000A @ 125VDC (unconfirmed by UL) => Updated 

Rating: 3000A @ 32VDC 
 
Please note that these updated ratings are based on additional internal testing only. There remains 
no UL-verified interrupting rating for this product at this time. 
 
Effective Date: 06/24/2026 
 
If you have any questions regarding this change, please contact OptiFuse at sales@optifuse.com or 
reach out to your local sales rep for further details. 
 
Issued By: Samuel Kenny 
Role: Product Manager 
 
Signed:__________________________ 
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