10-32 Stud (Shortstop Style)

Circuit Breaker

Mechanical Dimensions: Inches [mm]

[ (D orTruse

Part Numbers Information

0.1 1.0

10 100

1000 10000

0162001141202 Amperage  Optifuse P/N
v 5A MRCB-H-5A
10/32 Thread
6A MRCB-H-6A
Note: Each product shall be
supplied with two nuts 8A MRCB-H-8A
0.04+0.02 1.23+0.02[31.2+0.5]
[1mﬁl’—"1l 10A MRCB-H-10A
OFF sfe
_— 5 3E e 12A MRCB-H-12A
R 15A MRCB-H-15A
5
S = g7 |3 - 20A MRCB-H-20A
g9 = 32 < -
i — = 2 ©0.200.01 25A MRCB-H-25A
150103
O ;G[)BNZmT prll'gxad é 0.69£0.02[17.5£0.5] 30A MRCB-H-30A
= = |z 35A MRCB-H-35A
=1 < 3 3 Body
g & s |3 » 40A MRCB-H-40A
& = o rg
3 3 z o |3 45A MRCB-H-45A
) S 3| |2 D,
° ° - 50A MRCB-H-50A
and Bracket Base
50 kaemex. \ O
[32.520.5]
Time vs. Percent of Rated Current
o
_C
£ 1000%
; 800%
% 600% % of Rated Min Trip Max Trip
o Current Time Time
g3 100% Hold No Trip
50 o .
S 400% 150% Tripin 1 hr
e 200% 4.0s 40.0s
o 5
e g 300% 300% 1.2s 12.0s
oo
o o,
RS 400% 0.6s 5.0
2 150% 1 500% 0.4s 2.8s
g G LA AN AL A AL LA AT
g 100% : ‘ ] ‘ ‘ ‘ 600% 0.3s 1.8s
(8]
T
©
S

Time in Seconds

TRIP CURVES ARE SPECIFIED OF 25°C/77°F

Electrical Specifications

Voltage Rating
Current Rating

Reset Type
Insulation Resistance
Interrupting Rating
Dielectric Strength

Operation Temperature

Contact Resistance

12/24/32VDC

5-50A

Type Il - Manual Reset
>100MOHM (DC 500V)
4 Times Rated Current
>1,500VAC/min.

-10°C~ 60°C

12/24/32 Vdc X150%
of rated current >500 cycles

12/24/32 Vdcc X200% of
rated current >200 cycles

Material Specifications

Body Material
Body Material

Terminals Configuration

Studs Torque

Mounting Torque

Ignition Protection

Rev C 08/2026

SPCC, blue zinc plated
Thermoplastic (UL94V-0)

#10-32 stud

3.0£0.3 Nm
1.0+0.1 Nm

SAE J553 & J1171




10-32 Stud (Shortstop Style)

Circuit Breaker
Temperature Derating Curve
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breaker current ratings by the derating factor shown below

Disclaimer: Information provided is believed to be accurate and reliable. Users are responsible for confirming the suitability and performance of any OptiFuse product for their
particular application. These products may not be appropriate for every use, and proper evaluation is recommended before implementation. For additional information, please
visit optifuse.com/product-disclaimer.

Specifications are subject to change without notice
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